Yueqing Omter Electronic & Technology Co., Ltd.

EVM3ES

I 1
RECOMMEND LAND LAYOUT

RIEMBE £10°

FE4 R 0-10mm + 0.3mm

CIRCUIT FEAZ 10-60mm +0.5mm
Feature4¥ s :
<2 Contacts (P4 rif2 1)
<>RoHS Compliant (¥f{#/fh, TRoHSIAIE)

251 General Specification :

S FHEE Nominal Resistance 100Q to IMQ

PRMEBH {5122 Resistance Tolerance + 25% standard

¥ B PH{H Residual Resistance Maximum 2% of Nominal Resistance
L8 ¥ Taper Linear (B)

= Th*E Power Rating 0.1W (70 C)

{# F 8 /& Operating Voltage Less than (ZbF) 50V

JE¥: %4 Rotational Life Resistance Change within +/-15% after 20 Cycles
HEE Z M Temperature Coefficient + 250ppm/C

Jie# £1 5 Rotational Angle 260° +20°

4% /15 Torque 20 ~200 g.cm

¥E¥ %% Rotational Noise Less than 5% of Nominal Resistance
¥ FI#R. ¥ Operating Temperature -25C~+100C

i i Heat Resistance

Maximum =+ 5% change in Resistance after 500 Hours at 70 'C

iR, i Humidity Characteristics

Maximum + 5% change in Resistance after 500 Hours at 60 C,
RH 90-95%

#5385, Soldering Method Hand Soldering
#2531 ¥ Soldering Temperature 250°C
#5431 1] Soldering Time 2 seconds




